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HAZMAT B1P2 FILTER CARTRIDGE DATA SHEET

DESCRIPTION

B1P2 COMBINATION FILTER CARTRIDGE
Code Packaging EN standard Approval
HFPC5.4 2 Units (pkt) EN141 & 143 NRCS

Colour coded: In accordance with the EN Standard.

Combined filter B1P2 protects against:
· Inorganic gases and vapours e.g. chlorine, hydrogen sulphide, hydrogen cyanide.
· Solid and liquid toxic particles.

TECHNICAL PERFORMANCE

Feature EN 141 & 143

15 l/min 1.0 mbar (max)
47.5 l/min 4.0 mbar (max)

Sodium Chloride NaCl penetration 6% (max)
Paraffin Oil penetration 6% (max)

Chlorine Cl2 (0.1 vol. - %) 20 minutes (min)
Hydrogen Sulphide H2S (0.1 vol. - %) 40 minutes (min)
Hydrogen Cyanide (0.1 vol. - %) 25 minutes (min)

Specifications provided above are only the minimum or maximum requirements as per the EN
standard. Typical filter performance results obtained for these filters exceed the EN test requirements.

Twin filter half mask filters are tested individually, and supplied airflow is cut in half, i.e. 30 l/min test is
performed at 15 l/min and 95 l/min at 47.5 l/min.

Warnings:
· Do not use the filter in oxygen deficient atmospheres (<17 vol. %), poorly ventilated areas, or confined spaces

such as tanks, small rooms tunnels or vessels (unless the concentration of the confined space it well ventilated and
the concentration of toxic contaminants is known to be below the upper limit recommended for the respirator / filter).

· Do not use the filter in oxygen enriched atmosphere (>23 vol. % oxygen).
· Do not use in atmospheres where the concentration of toxic contaminants are unknown.
· Do not use at concentrations of hazards greater than the filter class capacity as stated on the label.
· Make sure that the respirator fit the user properly.


